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Summary

■ We’re making module specific highboys to transport modules

■ Why?
■ Make things safer and easier for the team
■ Reduces damage to the modules in transport

■ What’s changing?
» Mounting the Delrin to the highboys

Stops the sheets moving around
■ Adding guide rails and a guide stop to the Delrin sheet

Stops the module moving around 
■ Ensures the module is in the center of the sheet

Makes it easier to push and pull the module as the guide rails keep it straight
■ When?

■ This will be rolled out over time so it doesn’t impact the line
One highboy will be modified at a time

■ How will I know?
■ Highboys with yellow tape on the handle will be for module transport only.
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Manufacturing steps

Materials list
■ Highboy (from the line)
■ 2x Large Delrin Sheets (from the line)

■ 4x Large clamps
■ Drill
■ 7/64” and 5/32” drill bits
■ Philips bit driver
■ Tape measure

■ Large Phillips screws, 8 per highboy f
■ Small Phillips Screws, 38 per highboy f
■ 3’x1” Black Delrin strips, 8 per highboy
■ 1’x1” Black Delrin strips, 2 per highboy
■ Cleaning wipes
■ Yellow tape

When ordering screws keep in mind that these come in boxes with multiple quantities. Please do not over order
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Manufacturing steps

Procedure
1. Collect a Highboy and 2 large Delrin sheets from the line

1. Make sure the Highboy does not have the black guiderails on the side. If it does return the Highboy to the line and get another one.
2. Align Delrin sheets with Highboy

1. Ensure back edge does not overlap as this will stop the Highboy from lowering
2. Ensure the sheets are centered on the Highboy, one either side.

3. Clamp down the Delrin sheets (2 per large sheet)
4. Drill 4 pilot holes through the large Delrin sheet and through the top of the highboy at the locations in the drawing
5. Remove any shavings/metal/Delrin from the hole and surrounding area
6. Screw the Delrin sheets to the highboy using the drill and large Philips screws
7. Align the Delrin strips on the large sheets per the drawing 

Secure the strips with the claps
9. Screw the strips onto the large sheets using the drill and the small Philips screws
10. Remove any Delrin shavings from the area
11. Clean the top using the cleaning wipes
12. Add the yellow tape around the handle of the Highboy
13. Return the Highboy to the line, at the end of the C3A line.
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Additional Modification -  Rotating Table at end of C3A

During a pause in production we also need to add strips to 
the rotating table at the end of the C3A line.

This can be done ‘in situ’ using the Delrin strips and small 
Philips screws. The strips need to be installed 30.5cm apart 
to allow the module to slide between them.
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